\ STAGE 2

WB LANE AND WB TRAFFIC ONTO THE OUTSIDE WB LANE
! 2. REMOVE PAVEMENT AND GUARDRAIL AS SHOWN ON PLANS.
\‘ 3. REMOVE SOUTH HALF OF EXISTING CULVERT.

. CONSTRUCT CLASS C PATCH.

SETUP TRAFFIC CONTROL AND PROTECTION ACCORDING TO STANDARD 701431. SEE
\ STANDARD FOR ADDITIONAL SIGNS AND DEVICES. SHIFT EB TRAFFIC ONTO THE INSIDE

4. CONSTRUCT PRECAST BOX CULVERT, END SECTIONS, STORM SEWER PIPE AND BACKFILL.
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STAGE 2

NOTE:
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SYMBOLS

STATION AND OFFSETS ARE OFF OF EB US 20

" MATCHLINE STA 52+00

PLACE AN AGGREGATE RAMP TAPER

-2

STA 61400
0.0"

MATCHLINE STA 52+00

R STA 54+40
12.2" RT

USE _STANDARD 701431

660’ TAPER

660’ TANGENT

/

/

LWHITE PAVEMENT MARKING
TAPE, TYPE III 4"

YELLOW PAVEMENT MARKING

TAPE, TYPE III 4”

SYMBOLS

[ 1WORK AREA
B2 MEDIAN REMOVAL

+00

MATCHLINE STA 67
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